


SPECIFICATIONS
Overrange: "OL" mark indication.
Auto power off: 15 minutes.
Operating environment: 32°F (0°C) to 122°F

(50°C) at <75% R.H.
Storage temperature: -4°F (-20°C) to 140°F

(60°C), 0 to 80% R.H. with battery removed.
Accuracy:

±0.03%rdg + 0.25oz (10g) 0 to 66lbs (0 to 30kg)
±0.05%rdg + 0.25oz (10g) 66 to 220lbs (30 to
100kg)

Resolution: 0.25 oz or 10g
Specifications good in ambient conditions of 73°F

±9°F (23°C ±5°C), <75% relative humidity.
Temperature Coefficient: 0.1×(specified accuracy)

per °F.
Wireless Range: 33ft (10 meters)
Maximum load: 220 lbs (100kg)
Power: Remote control: Single standard 9-volt bat-

tery, NEDA 1604, JIS 006P, IEC 6F22.
Platform: 6 x AA batteries

Battery life:
Remote control:  80 hours (continuous use) with

alkaline battery.
Platform:  100 hours (continuous use) with alkaline.
Weight (platform + remote control): 7.1lbs (3.2kg)

Limited Warranty
This scale is warranted against defects in material

or workmanship for one year from date of purchase.
Fieldpiece will replace or repair the defective unit, at
its option, subject to verification of the defect.

This warranty does not apply to defects resulting
from abuse, neglect, accident, unauthorized repair,
alteration, or unreasonable use of the instrument.

Any implied warranties arising from the sale of a
Fieldpiece product, including but not limited to
implied warranties of merchantability and fitness for a
particular purpose, are limited to the above.
Fieldpiece shall not be liable for loss of use of the
instrument or other incidental or consequential dam-
ages, expenses, or economic loss, or for any claim of
such damage, expenses, or economic loss. 

State laws vary. The above limitations or exclu-
sions may not apply to you.

Obtaining Service
Call Fieldpiece Instruments for warranty service or

out of warranty pricing. Send check or money order
for the amount quoted. Send the meter freight pre-
paid to Fieldpiece Instruments. Send proof of date
and location of purchase for in-warranty service. The
scale will be repaired or replaced, at the option of
Fieldpiece, and returned via least cost transportation. 

More from Fieldpiece
The SRS2 wireless refrigerant scale is designed for

HVAC/R technicians. Here are some other standalone
products from Fieldpiece Instruments.
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